AOTCO Metal Finishing Co., Inc.

PH: 978-667-8298    (    FAX: 978-670-2441 www.aotco.com

PLATING DATA SHEET 

Please complete the following and include with every order:     P.O. Number: ___________

Company: __________________________
City/State: ________________________

Contact: _________________Tel #:______________Ext: ____ Fax#: _____________
Delivery (ship via, overnight, pick-up, etc.): ________________
Date needed: _____________
Part number and Rev. level: ___________________________________Qty.________
Base Material: ___________________ If Plated, with what? ___________________

Type of Plating Needed: ______________________Thickness of Plating: __________

Plating Specification: __________________ Surface Area of Parts: ______________

Special Req. (FGBB, Caustic etch, stripping, etc.): ____________________________________________________
Print provided? Yes  No  (If yes, please note drawing with any critical features regarding dimension on finish.)
Print Must be provided for Masking________________________________________

Racking/Wiring Instructions: ______________________________________________

Rockwell hardness: _______ or  N/A    Sampling Plan Req’d for Testing: ________

Tensile loads required for embrittlement relief test: ________________ or  N/A 

Has heat treatment for stress relief been performed on the parts:   Yes   No

Is C of C Needed?      Yes   No 
Is XRF data required?     Yes   No

Do you need processing according to Nadcap guidelines?  Yes   No

If yes, who is the PRIME? _________________________________________

Are coupons included with your order for any required testing?  Yes   No

AOTCO does not do Black Oxide. Only Black Passivate on Stainless Steel.

SPECIAL INFORMATION – REQUIRED:

Passivate:
MUST HAVE SERIES OF STAINLESS STEEL: 

Tin:
Bright or Dull (circle one)
Thickness: 


Nickel:
Bright or Dull (circle one)
Thickness: 


Iridite:
Clear, Yellow or Dk. Yellow (circle one)

Cad:
Clear, Yellow, Olive Drab, Black (circle one)
Thickness: 

Zinc:
Clear, Yellow or Black (circle one)
Thickness: 


Anodize:
Clear, Black or Other: 
  Type: 
  Alloy: 


PARTS CANNOT HAVE ANY TYPE OF STAINLESS STEEL INSERTS FOR ANY TYPE OF ANODIZING.

FOR HARDCOAT  - THESE ITEMS MUST BE FILLED OUT

Hardcoat:
Color: ____________ Thickness: _______ Alum Alloy: _____________

Masking Requirements: 

Other Information or conditions that may affect processing.
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